PARA

ccH T  L-150XX-TR 3.2 X 1.6 X 1.1mm SMD LED (1206)
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Chip Wave Electro-Optical Characteristics View
Part No. Raw Emitted Lens Color Length VF(V)20mA Iv(mcd)20mA Angle
Material Color Ap(hm) [Typ. T Max. Typ. (deg)
L-150GC-TR GaP Green Water Clear 565 22 2.8 13.0 130
L-150YC-TR GaAsP/GaP |Yellow Water Clear 585 21 2.8 8.0 130
L-150EC-TR GaAsP/GaP |Hi.effi Red | Water Clear 635 21 2.8 13.0 130
L-150SRC-TR |A1GaAs Super Red | Water Clear 660 18 2.2 35.0 130
L-150LBC-TR |GalnN Blue Water Clear 468 35 4.0 30.0 130
L-150UBC-TR |GalnN Super Blue | Water Clear 468 35 4.0 50.0 130
L-150SRW-TR |GaAlAs Super Red White Diffused 660 1.8 2.2 20.0 140
L-150VEW-TR |GaAllnP Super Orange| White Diffused 625 21 2.6 70.0 140
L-150SYW-TR |GaAllnP |Super Yellow | White Diffused 592 21 2.6 70.0 140
L-150VGW-TR |GaAllnP Super Green | White Diffused 565 21 2.6 45.0 140

1.All dimension are in millimeters (inches).
2.Toleranceis = 0.25 mm (0.01") unless otherwise specified.
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