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1N4004-AS01

Features

Low Current Leakage

Metalurgically Bonded Construction

Low Cost

Maximum Ratings
Operating Temperature: -50°C to +125°C
Storage Temperature: -50°C to +150°C
Maximum Thermal Resistance; 20 °C/W Junction To Lead

1 Amp Rectifier
400 Volts

MCC Device Maximum Maximum | Maximum
Catalog Marking Reccurrent RMS DC
Number Peak Voltage Blocking

Reverse Voltage
Voltage
1N4004-AS01 400V 280V 400V

Electrical Characteristics @ 25°C Unless Otherwise Specified

A-405

le Cathode

.

*Pulse test: Pulse width 300 nsec, Duty cycle 2%

Average Forward lrav) 1.0A Ta=75°C

Current n

Peak Forward Surge lesm 30A 8.3ms, half sine

Current |

Maximum L.

Instantaneous Ve 1.1V Iem = 1.0A;

Forward Voltage T,=25°C*

Maximum DC

Reverse Current At Ir 5.0mA | T;=25°C

Rated DC Blocking 50MA T,=125°C

VOltage DIMENSIONS

Typical Junction C, 15pF | Measured at o e M ot

Capacitance 1.0MHz, Vg=4.0V A 166 205 4.10 5.20
B .080 .107 2.00 2.70
C .021 .025 .53
D 1.000 25.40
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Figure 1
Typical Forward Characteristics
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Figure 3
Junction Capacitance
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1N4004-AS01

Figure 4

Typical Reverse Characteristics
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Figure 5
Peak Forward Surge Current
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RADIAL TAPING SPECIFICATIONS
FOR RECTIFIERS

A-405 Outline Only

—> ] &«— |K «—— L — P

DIMENSIONS
INCHES MM
DIM MIN MAX MIN MAX NOTE

A .905 1.26 23.0 32.0
B 630 16.0

C 106 2.7
D 205 5.2
E 460 540 1.7 13.7
F .098 2.5
G 193 213 4.9 5.4
H 118 3.0
J 124 179 3.15 4.55
K 079 2.0
L 488 512 12.4 13.0
M 677 748 17.2 19.0
N 343 384 8.70 9.75
P 146 169 3.7 43
Q 021 .025 54 64
S +.079 +2.0
T 016 031 4 8
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