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GLASS PASSIVATED RECTIFIERS '~

OPERATING AND STORAGE TEMPERATURE —65°C to +176°C
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MASTER INSTRUMENT SLE D W 58505kl 00D00LS5b 267 EEMST
1.6 AMPERES-GLASS PASSIVATED/DO-15 o -2
1N5391G 50 1.5 70 50 5.0 1.5 1.4
1N5392G 100 1.5 70 50 5.0 1.5 14
1N5393G 200 1.5 70 50 b.0 1.5 14
1N5394G 300 1.5 70 50 5.0 1.5 1.4
1N5395G 400 1.5 70 50 5.0 1.5 1.4
1N5396G 500 1.5 70 50 5.0 1.5 1.4
1N5397G 600 1.5 70 50 5.0 1.5 1.4
1N5398G 800 1.5 70 50 5.0 1.5 1.4
1N5399G 1000 1.5 70 50 b.0 1.5 1.4
2.0 AMPERES-GLASS PASSIVATED/DO-15
RL201G 50 2.0 75 70 5.0 2.0 1.0
RL202G 100 2.0 75 70 5.0 2.0 1.0
RL203G 200 2.0 75 70 5.0 2.0 1.0
RL204G 400 2.0 75 70 5.0 2.0 1.0
RL205G 600 2.0 75 70 5.0 20 1.0
RL206G 800 2.0 75 70 5.0 2.0 1.0
RL207G 1000 2.0 75 70 5.0 2.0 1.0
3.0 AMPERES-GLASS PASSIVATED/DQ-27 M
1N5400G 50 3.0 75 200 5.0 3.0 1.0
1N5401G 100 3.0 75 200 5.0 3.0 1.0
1N5402G 200 3.0 75 200 5.0 3.0 1.0
1N5404G 400 3.0 75 200 5.0 3.0 1.0
1N5406G 600 3.0 75 200 5.0 3.0 1.0
1NB407G 800 3.0 75 200 5.0 3.0 1.0
1N5408G 1000 3.0 75 200 5.0 3.0 1.0
6.0 AMPERES-GLASS PASSIVATED/R-6
6A05G 50 6.0 75 300 5.0 6.0 1.1
6A1G 100 6.0 75 300 5.0 6.0 1.1
6A2G 200 6.0 75 300 5.0 6.0 1.1
6A4G 400 6.0 75 300 5.0 6.0 1.1
6A6G 600 6.0 75 300 5.0 6.0 11
6A8G 800 6.0 75 300 5.0 6.0 1.1
6A10G 1000 6.0 75 300 5.0 6.0 1.1
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